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CANAROCKTM Woodgrain Panels are an exterior cladding system engineered to 
look and feel like real wood. Featuring a durable exterior coating, it mimicks the 
look and texture of wood while being able to withstand extreme weather conditions 
such as sweltering heat, sub-zero temperatures, strong winds, the heaviest of 
downpours and extreme ice storms. 

3D Woodgrain 
Exterior Cladding System

PATENTED

Realistic Texture



canamould.com				        101A Roytec Road, Woodbridge ON L4L 8A9	  	                     Tel. 905-264-4436

Details That Matter

Rainscreen Wall Assembly Detail

PATENTED

LEGEND

4-Sided Tongue and 
Groove Design Sheathing

PVC Uni-track
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Every CANAROCKTM Woodgrain Panel integrates the PUCCSTM moisture drainage system to allow air 
to flow and water to drain away from the structure.  Additionally, the 4-sided tongue and groove design 
allows each panel to interlock with one another on all sides creating a barrier from external elements. 
Plus, the layers of moisture barrier, also known as the Weather Resistant Barrier (WRB) and special 
moisture repelling adhesive, creates a rainscreen system keeping incidental water at bay. Lastly, the 
bottom of each starter panel features a PVC Uni-track to drain any moisture behind each panel away 
from the structure, including similar drainage flashings above all windows and doors.

PUCCSTM Moisture Drainage System

OAK

WALNUT

MAHOGANY

3D Woodgrain Textures Sample Colours

BOURBON

CEDAR

EXOTIC 
WALNUT

ESPRESSO REDWOOD

HICKORY

AUTUMN

CASHMERE SILVERWOOD MOCHA CAPPUCCINO

PEPPERCORN

Additional colours available

Numerous Colours, Infinite Possibilities

Keeps the Water Out

The back of each panel incorporates PUCCSTM 
technology to drain moisture away from the structure 
and allow air to flow, keeping the structure dry. 

PATENTED

Pressure-Utilized Compartmented Cavity System
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• Tough, abrasive resistant coating    
  stands up to all weather conditions.
• Suitable for various substrates.
• Fully tested and LEED accredited.
• Canadian Construction Materials 
  Centre  approved. CCMC #14088-R

• R8 Thermal Insulation Value.
• Utilizes the patented PUCCSTM technology  
  to drain moisture away from the structure        
  and keep it dry.
• Enhances energy efficiency.
• Serves as a moisture and air barrier.

Quality Without Compromise

PATENTED


